
presys ®

HMY-35MP

HMY-35AP

MULTIPROTOCOL INDUSTRIAL COMMUNICATOR

®
HART  INDUSTRIAL COMMUNICATOR

The HMY-35MP offers all these features and adds support for additional 
®eldbus protocols, such as PROFIBUS PA  and FOUNDATION. The HMY-35AP 

powers HART devices and enables communication via Bluetooth and USB.

For more details feel free to contact us or visit our website to learn more 

and explore these solutions.

® ® ®- HART , PROFIBUS PA , and FOUNDATION  compliant master.*

- USB and Bluetooth interfaces available.
® ® ®- Incorporated Transmitter Power Supply (TPS) for HART , PROFIBUS PA , and FOUNDATION *

® ®- Performs on Windows  OS (uses FDT/DTM software) and Android  (uses Dds).*

C O M M U N I C A T I O N    P R O T O C O LC O M M U N I C A T I O N    P R O T O C O LC O M M U N I C A T I O N    P R O T O C O L

C O M M U N I C A T I O N    P R O T O C O LC O M M U N I C A T I O N    P R O T O C O LC O M M U N I C A T I O N    P R O T O C O L

Description:

Features:

*According to the model
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Specifications:

ENCLOSURE

Material: PSAI and anodized aluminum

Dimensions: 5.51" x 2.76" x 1.97" / 140 mm x 70 mm x 50 mm (HxWxD).

Weight: 14.11 oz / 400 g.

®
HART

FSK Physical Layer compliant, HCF_SPEC-054.

® ®PROFIBUS PA  / FOUNDATION

According to IEC 61158-2, type 1: 31.25 kbit/s, voltage mode.

Minimum input current drain: 10mA.

Input voltage supported up to 32 V.

BLUETOOTH RF

Mode: Classic.

Prole: SPP.

Version: v4.2.

BATTERIES

Type: Rechargeable.

Model: 18650.

Composition: LI-ION.

PHYSICAL CONNECTIONS

ENVIRONMENTAL

0.16" / 4 mm polarized banana jacks.

Micro Universal Serial Bus.

Operation temperature: -20°C up to 50°C.


